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VW BADGE OVERLAY INSTRUCTIONS

PACKAGE COMES IN THREE PIECES (SHOWN AND LABELLED BELOW):

 VW SILHOUETTE SURROUND COVER CIRCLE

STEPS 

Step 1: Peel the clear
masking with the cover attached from the

backing. (As shown in photo)

Step 2: Gently place the
circle cover over the badge, so it is just

resting on the badge and can be
easily removed. If you are unhappy with its

placement, simply pull it off and
re-centre.

Step 3: When placing the cover over the
badge, try and have an even 1-2mm around

the edge. Once happy with its placement,
start rubbing with a circular motion from the
centre of the badge, slowly, working your

way outwards.
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Step 4: Once you are near the edge of the badge, the vinyl will start to get arrowheads
(shown in image below) using your thumb gently rub the point of the arrowhead (shown

below), moving around the perimeter of the circle.

Step 5: Push the arrowheads out from the
point. 

Step 6: Once you are close
enough to the edge, peel off the masking

and continue to push the arrowheads
out, applying pressure and working your

way around the cover (shown on next
page).

ARROWHEADS
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Step 7: Once the
arrowheads are removed, work your finger

around the edge of the badge,
smoothing the cover.

Step 8: Next step
is to cover the chrome borderline around

the outside of the badge, using the
ring cover piece.

Step 9: Peel the
ring cover from the backing and centre it at

the top of badge, once centred
press down so it is secured.
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Step 10: Using your fingers
work your way around the perimeter of the

badge on one side, until it reaches
the bottom middle of the badge. 

Step 11: Remove the VW silhouette from
the backing and do your best to centre it on

the badge by just resting it on top and
looking from further away.

Step 12: If you are not happy with it
simply readjust. Once it is in the correct

position, using the same circular
motion as before rub from the inside of the

badge outwards. Once the top half
of the badge is complete, remove some of

the clear masking to release any
tension, and continue with the bottom half.

FINAL PRODUCT


